Marisa Lau 


From: ZBA 

Sent: Thursday, March 23, 2023 12:19 PM 

To: Marisa Lau 

Subject: Fw: 1021 & 1025 Mass Ave Revised CMP 
Attachments: 2023_0317 Revised CMP 9658.pdf 


Follow Up Flag: Follow up 
Flag Status: Flagged 


Hello Marisa, 
Here is another document for the website. 


Colleen Ralston she/her/hers 
ZBA Administrative Assistant 
Town of Arlington 
781-316-3396 
zba@town.arlington.ma.us 


*Arlington values equity, diversity, and inclusion. We are committed to building a community where everyone is heard, 
respected, and protected. * 


From: Matt Maggiore <matt@maggiore.co> 

Sent: Wednesday, March 22, 2023 12:37 PM 

To: Wayne Chouinard <wchouinard@town.arlington.ma.us> 

Cc: Christian Klein <cklein@town.arlington.ma.us>; ZBA <ZBA@town.arlington.ma.us>; Michael Ciampa 
<mciampa@town.arlington.ma.us>; Patrick Hanlon <phanlon@town.arlington.ma.us>; sean.reardon@tetratech.com 
<sean.reardon@tetratech.com>; Dan DeRoche <dderoche@rdva.com>; Mitchell Page <MPage@rdva.com>; 
PFeldman@DavisMalm.com <pfeldman@davismalm.com>; Paul Maggiore <paul@maggiore.co>; Jacquie Maggiore 
<jacquie@maggiore.co> 

Subject: 1021 & 1025 Mass Ave Revised CMP 


CAUTION: This email originated from outside your organization. Exercise caution when opening attachments or clicking 
links, especially from unknown senders. 
Good Afternoon Wayne, 


As you suggested, we went back to the drawing board to determine what we could do to scale back the amount of time 
that we would need to occupy the public right of way during construction. 


We determined that we can complete the building demolition, woodland preparation, and the foundation and 
basement construction ( Phase | & II) without any disruption of the right of way and entirely from the private property. 


Further, at the end of the project, we can complete the balance of the woodland work and the front plaza landscape, 
hardscape, sidewalk construction (Phase IV) with minimal disruption to the ROW when the public sidewalks are being 
replaced, but there will be no encroachment into the public parking area during this Phase. We will manage that effort 
with barrels, cones and police details as required. 


We are amending our request to occupy the right of way from 18 months to “not to exceed” 12 months. 


Attached is an updated CMP that will reflect the changes in our thought process. 
1 


Please let us know if you have any questions. 


Thank you, 
Matt 


Matthew P. Maggiore 
President 


O 781.935.6100 M 781.718.2005 
matt@maggiore.co 


magglore.co 


13 Wheeling Avenue 
Woburn, MA 01801 


MAGGIORE 


INVEST. DESIGN. BUILD. 


Facebook | Instagram | LinkedIn 


This email, including all content and attachments, is CONFIDENTIAL and PROPERTY of MAGGIORE CONSTRUCTION CORP or any other 
MAGGIORE affiliated entity. No part of it may be reproduced or transmitted in any way by anyone other than the intended recipient. If you have 
received this email in error, please delete this email and all material immediately. 
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GENERAL NOTES 
1. 


THESE PLANS ARE NOT INTENDED TO LIMIT THE CONTRACTORS RIGHT TO SCHEDULE THE WORK 
BUT TO OUTLINE ONE WAY OF PROGRESSING. THE CONTRACTOR IS EXPECTED TO USE 
KNOWLEDGE AND EXPERIENCE TO PERFORM THE WORK IN THE MOST SAFE AND EFFICIENT 
MANNER IN COMPLIANCE WITH THE DRAWINGS AND SPECIFICATIONS AND MEETING THE 
REQUIREMENTS OF THE TOWN OF ARLINGTON. 


2. CONTRACTOR SHALL SUBMIT FOR APPROVAL BY THE TOWN, CONSTRUCTION MANAGEMENT 
PLANS FOR ANY WORK OUTSIDE OF THE WORK ZONES INDICATED IN THESE DRAWINGS. 


oe ALTERNATIVE PHASING OR MODIFICATIONS TO ANY ASPECT OF THE CONSTRUCTION 
MANAGEMENT PLANS AND THE CONSTRUCTION STAGING PLANS WILL BE SUBJECT TO REVIEW 
FOR ACCEPTANCE BY THE TOWN PRIOR TO COMMENCEMENT OF WORK. THE CONTRACTOR 
SHALL BEAR ALL COSTS ASSOCIATED WITH THE SUBMISSION AND REVIEW OF ALTERNATIVE 
CONSTRUCTION MANAGEMENT PLANS AND CONSTRUCTION STAGING PLANS, INCLUDING 
PRESENTATION TO THE TOWN AND THE NEIGHBORHOOD IF NEEDED, VEHICULAR AND PEDESTRIAN 
TRAFFIC MODELING, LEVEL OF SERVICE (LOS) ANALYSES, AND OTHER ASSOCIATED EFFORTS. 
ALTERNATIVE CONSTRUCTION MANAGEMENT AND CONSTRUCTION STAGING PLANS SHALL NOT 
CAUSE AN INTERFERENCE WITH ADJACENT CONTRACTS OR DELAY THE SCHEDULE OR INCREASE 
THE COST OF THIS OR ANY ADJACENT CONTRACTS. LEVEL OF SERVICE ANALYSIS SHALL BE 
DEFINED BY THE "HIGHWAY CAPACITY MANUAL." 


4. THE CONSTRUCTION MANAGEMENT PLANS REQUIRE THAT SPECIFIC SIDEWALK WIDTHS BE 
MAINTAINED DURING THE VARIOUS STAGES OF CONSTRUCTION TO FACILITATE ACCEPTABLE 
PEDESTRIAN LEVEL OF SERVICE (LOS) MOVEMENTS ALONG TRAVEL WAYS TO AND FROM 
ABUTTING BUILDING AND BUSINESSES WITHIN THE PROJECT LIMITS. THE MINIMUM SIDEWALK 
WIDTHS SHOWN ON THE TRAFFIC MANAGEMENT PLANS ARE BASED ON ENGINEERING ANALYSIS 
AND ARE LOCATED ON THE PLANS (AS REQUIRED) AROUND TEMPORARY FIXED BARRICADED 
WORK ZONES AT SITE SPECIFIC POINTS OF CONSTRUCTION. THE SIDEWALK WIDTHS SHOWN ON 
THE CONSTRUCTION MANAGEMENT PLANS SHALL NOT BE DEVIATED FROM WITHOUT THE 
PERMISSION OF THE TOWN. WHEN SPECIFIC DIMENSIONS ARE NOT SHOWN, THE CONTRACTOR 
SHALL MAINTAIN A MINIMUM 4-FOOT PASSAGE. 


4A. CONTRACTOR SHALL PROVIDE AND MAINTAIN A TEMPORARY PEDESTRIAN ROUTE 
ACCESSIBLE TO DISABLED PERSONS AROUND BLOCKAGES TO AN EXISTING PEDESTRIAN 
ROUTE (E.G., SIDEWALKS, CROSSWALKS, PEDESTRIAN CURB RAMPS, ETC.). BLOCKAGES 
INCLUDE, BUT ARE NOT LIMITED TO, CONSTRUCTION WORK, EXCAVATIONS, EQUIPMENT 
AND VEHICLES, TEMPORARY WATER AND UTILITY LINES. 


4.B. SIDEWALK AREAS SHALL REMAIN OPEN AND FREE FROM SAFETY CONTROL DEVICES AND 
CONSTRUCTION DEBRIS THROUGHOUT THE DURATION OF THE CONSTRUCTION. 
PEDESTRIAN DETOURING SHALL NOT OCCUR UNLESS APPROVED BY THE TOWN. 


Le CONTRACTOR SHALL SECURE WORK AREAS TO ENSURE PUBLIC SAFETY AND CONVENIENCE. THIS 
SHALL INCLUDE ENSURING THAT ALL EXCAVATIONS ARE PROTECTED AT ALL TIMES. 


6. ALL CONSTRUCTION SIGNING, DRUMS, BARRICADES AND OTHER DEVICES SHALL CONFORM WITH 
THE CURRENT EDITION OF THE MANUAL ON UNIFORM TRAFFIC CONTROL DEVICES (MUTCD) AS 
AMENDED. 


‘ CHANNELIZATION OF VEHICULAR TRAFFIC WILL BE ACCOMPLISHED THROUGH THE USE OF 36" 
REFLECTORIZED CONES AND/OR REFLECTORIZED PLASTIC DRUMS OR APPROVED EQUAL IN 
ACCORDANCE WITH THE MUTCD. 


8. CONTRACTOR SHALL COORDINATE WITH THE TOWN TO ACCOMMODATE ACCESS NEEDS OF 
ABUTTING PROPERTIES NOT SPECIFIED IN THE PLANS. 


CONSTRUCTION AND TRAFFIC MANAGEMENT LOGISTICS 


1. SIDEWALKS ALONG BUILDING FRONTAGE TO BE CLOSED UNTIL VERTICAL CONSTRUCTION IS 
SUBSTANTIALLY COMPLETED. 


2. PEDESTRIAN TRAFFIC WILL BE DIVERTED TO THE SOUTH SIDE OF MASSACHUSETTS AVENUE 


3. SIDEWALKS WILL BE REMOVED AND DISPOSED OF ALONG BUILDING FRONTAGE AND WILL BE 
REPLACED WITH NEW CONCRETE SIDEWALKS AT COMPLETION OF CONSTRUCTION. 


4. FURNISH AND INSTALL (2) TEMPORARY CROSSWALKS WITH ADA COMPLIANT TIP DOWNS, 
DETECTIBLE WALKING SURFACES, SIGNAGE AND VISUAL SIGNALING AS RECOMMENDED BY THE 
TOWN ENGINEERS OFFICE. 


5. FURNISH AND INSTALL ROADWAY MARKINGS DEPICTING THE LIMITS OF THE SIDEWALKS ACROSS 
MASSACHUSETTS AVENUE. 


6. FURNISH AND INSTALL FENCING AS DEPICTED IN THESE CONSTRUCTION MANAGEMENT PLANS, 
WITH GATES TO THE EAST AND WEST OF THE NEW CURB CUT, TO CAPTURE SIDEWALK AREA TO 
ENABLE THE CONSTRUCTION OF THE BASEMENT AREA, WHILE MAINTAINING LEGAL TRENCH 
SLOPES OF 1:1 PER OSHA REGULATIONS. TO PROVIDE FURTHER CLARIFICATION, THE EXCAVATION 
OF THE BASEMENT WILL BE APPROXIMATELY 12 FEET IN DEPTH AND WE WILL REQUIRE A MINIMUM 
OF 4 FEET OF WORKING SPACE IN THE FOUNDATION HOLE TO CONSTRUCT THE FOOTINGS AND 
WALLS AND ONLY 13 FEET TO THE PROPERTY LINE. IN ADDITION TO MAINTAINING OSHA 
COMPLIANCE, PEDESTRIANS WILL BE DETOURED TO THE SOUTH SIDE OF MASSACHUSETTS 
AVENUE TO AVOID CONFLICTS WITH HEAVY EQUIPMENT ENTERING AND EXITING THE PROPERTY. 


7. THE BALANCE OF THE SITE PERIMETER WILL BE SECURED USING DRIVEN POSTS AND REMOVABLE 
FENCE PANELS. 


8. ALL FENCING WILL BE COVERED WITH BLACK SCRIM FOR AESTHETICS. 


9. THESE CONSTRUCTION MANAGEMENT PLANS INCLUDE THE EXCLUSIVE USE OF THE PARKING 
SPACES ON MASSACHUSETTS AVENUE ALONG THE PROPERTY FRONTAGE, IN ORDER TO 
FACILITATE MATERIAL DELIVERIES, TRENCH AND INSTALL UTILITIES FROM MASS AVE, AND LIMITED 
DAY PARKING FOR CONSTRUCTION VEHICLES. 


ADDITIONAL CONSTRUCTION NOTES 


TRASH REMOVAL 


THE 30 YARD DUMPSTER THAT IS REQUIRED FOR GENERAL CONSTRUCTION WASTE IS 
APPROXIMATELY 22' X 8', WHICH WILL BE LOCATED ALONG THE BUILDING FRONTAGE AS DEPICTED 
IN THE DRAWINGS. IT WILL BE WITHIN THE SITE AND SCREENED BY SIX FOOT TALL TEMPORARY 
FENCING AND SCRIM. 


Copyright (©) 2023 by VAI. All Rights Reserved. 


20. 


CONTRACTOR SHALL MAINTAIN EMERGENCY PASSAGE AT ALL TIMES TO BUILDINGS WITHIN THE 
PROJECT LIMITS. CONTRACTOR SHALL MAINTAIN 24-HOUR EMERGENCY VEHICLE ACCESS TO AND 
THROUGH CONSTRUCTION AREAS. 


SAFETY SIGNS PROPOSED FOR LOCATIONS OTHER THAN ERECTED ON TEMPORARY BARRICADES 
MAY BE ERECTED ON EXISTING LIGHTPOLES, SIGNPOSTS, AND OTHER EXISTING FEATURES AS 
APPROVED BY THE TOWN. 


LOCATIONS OF SIGNS SHOWN ARE APPROXIMATE. EXACT LOCATIONS SHALL BE DETERMINED BY 
THE CONTRACTOR IN THE FIELD. THE CONTRACTOR SHALL ENSURE THAT SIGNS ARE PLACED SO 
MAXIMUM VISIBILITY IS OBTAINED. 


EXISTING SIGNAGE WHICH CONFLICTS WITH PROPOSED SIGNING SHALL BE REMOVED AND 
STACKED OR COVERED AS DETERMINED BY THE TOWN. IF NECESSARY, AT THE END OF 
CONSTRUCTION THE CONTRACTOR SHALL RESTORE THE SIGNAGE TO ITS ORIGINAL CONDITION. 


THE ARLINGTON POLICE, FIRE, AND TRANSPORTATION DEPARTMENTS SHALL BE ADVISED OF THE 
SCHEDULE OF CONSTRUCTION AS WELL AS OF ANY DETOURS OR ALTERNATE ROUTES. 


WHERE AN EXISTING UTILITY IS FOUND TO CONFLICT WITH THE PROPOSED WORK, THE LOCATION, 
ELEVATION, AND SIZE OF THE UTILITY SHALL BE ACCURATELY DETERMINED WITHOUT DELAY BY 
THE CONTRACTOR AND THE INFORMATION FURNISHED TO THE TOWN FOR RESOLUTION OF THE 
CONFLICT. 


THE CONTRACTOR SHALL MAKE ALL ARRANGEMENTS FOR THE ALTERATION AND ADJUSTMENT OF 
ELECTRIC, TELEPHONE, AND ANY OTHER PRIVATE UTILITIES BY THE UTILITY COMPANIES AT NO 
ADDITIONAL COST TO THE TOWN. IF THE CONTRACTOR ADJUSTS UTILITY COVERS IT SHALL BE 
DEEMED PART OF THE WORK AND THERE WILL BE NO ADDITIONAL COMPENSATION. 


ALL UTILITY COMPANIES, PUBLIC AND PRIVATE, MUST BE NOTIFIED, INCLUDING THOSE IN CONTROL 
OF UTILITIES NOT SHOWN ON THIS PLAN, (SEE CHAPTER 370, ACTS OF 1963, MASSACHUSETTS) 
PRIOR TO EXCAVATING, BLASTING, INSTALLING, BACKFILLING GRADING, PAVEMENT RESTORATION, 
OR REPAVING. 


THE ACCURACY AND COMPLETENESS OF UNDERGROUND UTILITIES ARE NOT GUARANTEED. IT 
SHALL BE THE CONTRACTOR'S RESPONSIBILITY TO DETERMINE THE EXACT LOCATION, SIZE, TYPE. 
ETC. OF ALL UNDERGROUND UTILITIES THAT MAY BE AFFECTED BY THE WORK. AT LEAST 72 
HOURS BEFORE DIGGING BEGINS, THE CONTRACTOR IS REQUIRED TO CALL DIG SAFE AT 
(888)344-7233. ALL TOWN OWNED UTILITY STRUCTURES WITHIN AREAS AFFECTED BY THE WORK 
SHALL BE ADJUSTED TO NEW LINE AND GRADE AS DIRECTED BY THE ENGINEER. ANY UTILITY 
POLES AND/OR GUY POLES WITHIN AREAS AFFECTED BY THE WORK SHALL BE REMOVED AND 
RESET BY THE RESPECTIVE UTILITY COMPANY. ALTERATIONS TO UTILITIES NOT OWNED BY THE 
TOWN SHALL BE MADE BY THE RESPECTIVE UTILITY OWNERS. 


IT SHALL BE THE RESPONSIBILITY OF THE CONTRACTOR TO PROVIDE SHOP DRAWINGS FOR 
CONSTRUCTION MANAGEMENT EFFORTS OUTSIDE OF THE SITE PLANS AND TO COMPLY WITH 
CONDITIONS OUTLINED WITHIN THE PLANS AND SPECIFICATIONS USING APPROVED METHODS. 


AREAS OUTSIDE THE LIMITS OF PROPOSED WORK DISTURBED BY THE CONTRACTOR'S 
OPERATIONS, INCLUDING STAGING AREAS, SHALL BE RESTORED BY THE CONTRACTOR TO THEIR 
ORIGINAL CONDITION AT THE CONTRACTOR'S EXPENSE. 


THE CONTRACTOR IS HEREBY NOTIFIED THAT ADDITIONAL WORK WITHIN THE PROJECT LIMITS 
MAY BE PERFORMED BY OTHERS. 


TEMPORARY RESTROOM FACILITIES 


TEMPORARY RESTROOM FACILITIES WILL BE LOCATED BEHIND THE DUMPSTER AREA WITHIN THE 
CONSTRUCTION ZONE SO THAT THEY WILL BE SCREENED FROM MASS AVE. THERE WILL BE A TOTAL 
OF THREE TO FOUR RESTROOM COMPARTMENTS REQUIRED FOR THE PROJECT DURATION. 


LOADING AND UNLOADING 


LOADING AND UNLOADING OF LARGER CONSTRUCTION MATERIAL DELIVERIES WILL OCCUR IN THE 
CONTRACTOR PARKING AREA UNDER THE SUPERVISION OF A POLICE DETAIL AS REQUIRED TO 
MAINTAIN THE SAFETY OF THE PUBLIC. SMALLER DELIVERIES WILL BE FACILITATED IN THE 
DRIVEWAY TO THE BUILDING OR THE FIRST FLOOR PARKING LEVEL. 


SNOW MANAGEMENT 


DURING CONSTRUCTION SNOW WILL BE REMOVED IN ITS ENTIRETY ON THE CONSTRUCTION SIDE 
OF THE TEMPORARY FENCING AND IMMEDIATELY IN FRONT OF THE FENCING ON THE STREET SIDE. 
SHORT TERM RELOCATION OF THE TEMPORARY FENCING LOCATED WITHIN THE ROADWAY MAY BE 
REQUIRED. THE CONTRACTOR SHALL COORDINATE WITH THE ARLINGTON DPW PRIOR TO ANY 
SNOW EVENTS. 


MBTA BUS STOP ACCESS 


THE PROPOSED TRAFFIC AND CONSTRUCTION MANAGEMENT PLAN WILL MAINTAIN THE ACCESS TO 
THE BUS STOP (WEST OF THE SUBJECT PROPERTY) FOR MBTA BUSSES AND PEDESTRIANS. SEE 
PLANS FOR TEMPORARY RELOCATION OF 1 MBTA SIGN. 


ADA COMPLIANCE 


THE PROPOSED TRAFFIC AND CONSTRUCTION MANAGEMENT PLAN WILL PROVIDE LEGAL ADA 
ACCESS AT THE TEMPORARY CROSSWALKS. THEY WILL BE CREATED BY REMOVING SECTIONS OF 
THE EXISTING CONCRETE SIDEWALK AND FORMING THEM SO THAT THEY RAMP DOWN TO THE 
ROADWAY ELEVATION IN A COMPLIANT MANNER. AT THE COMPLETION OF THE PROJECT THE 
TEMPORARY CROSSWALKS WILL BE REMOVED AND THE CONCRETE SIDEWALKS WILL BE REPLACED 
IN THEIR ENTIRETY AND RETURNED TO THEIR ORIGINAL CONFIGURATION. 


TRUCK ROUTING 


THE PRIMARY TRUCK ROUTE FROM I-95 TO THE SITE IS AS FOLLOWS: 


I-95 TO ROUTE 3A (CAMBRIDGE STREET) TO LEXINGTON STREET TO RIDGE STREET TO FOREST 
STREET TO MASSACHUSETTS AVE 


DUST CONTROL 


WETTING AGENTS WILL BE USED REGULARLY TO CONTROL AND SUPPRESS DUST THAT MAY COME 
FROM CONSTRUCTION ACTIVITIES. 
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THE CONTRACTOR SHALL FIELD VERIFY CONDITIONS AND DIMENSIONS PRIOR TO CONSTRUCTION. 


THE CONTRACTOR SHALL VERIFY PROPERTY LIMITS PRIOR TO CONSTRUCTION AND PLACE ANY 
TEMPORARY OR NEW EQUIPMENT WITHIN THE PROJECT LIMITS OR THE TOWN OF ARLINGTON'S 
RIGHT OF WAY. 


PRIOR TO THE START OF CONSTRUCTION, THE CONTRACTOR SHALL SUBMIT FOR REVIEW A 
DETAILED SCHEDULE OF OPERATIONS IN ADDITION TO OTHER CONTRACT REQUIREMENTS TO THE 
TOWN OF ARLINGTON AND PUBLIC WORKS DEPARTMENT. 


ANY WORK ASSOCIATED WITH THIS CONSTRUCTION MANAGEMENT PLAN SHALL BE PERFORMED IN 
ACCORDANCE WITH THE TOWN STANDARD SPECIFICATIONS AND DRAWINGS. 


NO EXISTING PUBLIC UTILITY STRUCTURES SHALL BE ABANDONED AND/OR DISMANTLED WITHOUT 
AUTHORIZATION FROM THE TOWN. 


THE CONTRACTOR SHALL DISPOSE OF ALL WASTE MATERIAL IN ACCORDANCE WITH ALL FEDERAL, 
STATE AND LOCAL REGULATIONS AT HIS OWN EXPENSE. 


THE CONTRACTOR SHALL TAKE CARE TO NOT DAMAGE EXISTING UTILITY POLE MOUNTED STREET 
LIGHTING AND SHALL COORDINATE WITH THE NECESSARY PARTIES TO REPAIR ANY DAMAGE THAT 
IS CAUSED. 


ALL PAVEMENT MARKINGS SHALL BE THERMOPLASTIC, OR APPROVED EQUAL, AND MEET STD 
SPECIFICATION, IF NECESSARY, AT THE END OF CONSTRUCTION THE CONTRACTOR SHALL 
RESTORE THE PAVEMENT MARKINGS TO ITS ORIGINAL CONDITION. 


THE CONTRACTOR SHALL BE RESPONSIBLE FOR REPLACING ANY TRAFFIC SIGNAL EQUIPMENT, 
LOOP DETECTORS, PAVEMENT MARKINGS, AND SIGNAGE DAMAGED OR TEMPORARILY REMOVED 
DURING CONSTRUCTION. 


THE CONTRACTOR SHALL ERADICATE EXISTING PAVEMENT MARKINGS THAT CONFLICT WITH 
PROPOSED PAVEMENT MARKINGS. 


CONTRACTOR IS RESPONSIBLE FOR IDENTIFYING ANY WEIGHT RESTRICTIONS ON AREA BRIDGES 
AND TO INSURE THAT TRAFFIC DOES NOT EXCEED WEIGHT RESTRICTIONS IF BRIDGES ARE USED. 


AT CROSSWALK LOCATIONS AND OTHER LOCATIONS WHERE PEDESTRIAN AND/OR VEHICLE SIGHT 
LINES MAY BE IMPACTED BY CONSTRUCTION FENCING, THE CONTRACTOR SHALL NOT INSTALL 
ANY SCREEN THAT MAY DIMINISH SIGHT LINES. 


CONSTRUCTION WORKERS SHALL NOT PARK ON RESIDENTIAL STREETS IN THE TOWN AND ARE 
NOT ELIGIBLE FOR TEMPORARY PARKING PERMITS. PARKING IS NOT PERMITTED ON PRIVATE 
ROADS. ALL WORKERS SHALL PARK ON-SITE OR AT LEGAL PARKING SPACES/GARAGES. 


ANY TOWN SIGNS, POLES, STREET LIGHTS, TRAFFIC SIGNALS, ETC. ARE TO BE STACKED FOR 
HIGHWAY DIVISION STAFF REVIEW FOR SALVAGE. THE CONTRACTOR SHALL DISPOSE OF 
REMAINING MATERIAL. 
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Summary 


SHEET |3} OF 10 


DRAWING NUMBER 


JOB NO. 9658 


CAD 9658DS 


3 


PROJECT TITLE 
WE PHASE 1 CONSTRUCTION SEQUENCE - WOODLAND PREPARATION 
MILL BROOK DURATION: 1.5 MONTH 
~~ DEVELOPMENT : el 1021 & 1025 
x x —————— x ORPORATION 
6/7 AI SS 1. INSTALL ALL EROSIONS CONTROL MEASURES AS REQUIRED. Massachusetts Ave 
—— Lars 
oS 2. | MEET WITH CONSERVATION COMMISSION AGENT, SITE CONTRACTOR, AND EROSION 
PROP EROSION CONTROL (TYP) 3 CONTROL MONITOR AT PRE-CONSTRUCTION MEETING TO REVIEW EROSION CONTROL Construction 
ay MEASURES AND COMPREHENSIVE PERMIT AND ORDER OF CONDITIONS M t Pl 
A REQUIREMENTS. anagement rian 
A 3. INSTALL ALL PEDESTRIAN TRAFFIC MANAGEMENT CONTROLS PER CONSTRUCTION 
A PROP TEMP SEDIMENT AND TRAFFIC MANAGEMENT PLAN. Arlinaton 
Lb BASIN (TYP) 4. INSTALL TEMPORARY CONSTRUCTION FENCING AROUND ENTIRE PROPERTY TO Qton, 
7 BRATILE STREET A DELINEATE WORK AREA. TEMPORARY CONSTRUCTION FENCING WILL BE INSTALLED Massachusetts 
PARCEL ID: 552-24 oe BEHIND EROSION CONTROL MEASURES TO ENSURE ADEQUATE ACCESS TO THE 
ewe N EROSION CONTROLS FOR INSPECTION, MAINTENANCE, AND REPAIR AS NEEDED FOR — 
N/F LeZ@ie PREPARED FOR 
eee ene id THE DURATION OF CONSTRUCTION. 
A. JOHNSTON 5. INSTALL/CONSTRUCT TEMPORARY SEDIMENT BASIN AS SHOWN (DETAIL SHEET) { 025 Mass A e LLC 
6. | DEMOLISH AND DISPOSE OF THE EXISTING BUILDING STRUCTURES, FOUNDATIONS, ve, 


BITUMINOUS CONCRETE, ETC. AT 1021 AND 1025 MASS AVE TO CREATE WORK AREA 


a 
MSs 
N > 
Ve 4 » = ~ 
Ik} 4 
ROSY 
Shy 
IN 
we at 
SAN x 
Se | 
Boye 
J Ss 
WAP 
JOTDNDODODOOOOBICY War SSO 


PROP TEMP SOIL STOCKPILE | FOR CONSTRUCTION. 
— | WITH EROSION CONTROL —— Oy 7. | REMOVE AND DISPOSE OF ALL TRASH AND DEBRIS FROM SITE. 
Ea ney e eeernees R a a 8. | REMOVE ALL TREES AND STUMPS. Wobu m, 
LEGEND PA a 9. GRUB AND STRIP ENTIRE URBAN WOODLAND AND REMOVE A MINIMUM OF 12” OF 
a nee ' a TOPSOIL AND HAUL OFF SITE. Massachusetts 
x CONSTRUCTION FENCE SEE NOTES FOR ON-SITE | 10. TEST REMAINI OIL FOR CONTAMINANTS AND PLANTING SUITABILITY. 
DIRECTION OF TRAFEIC FLOW CONSTRUCTION ACTIVITIES 11. | EXCAVATE FOR AND CONSTRUCT RETAINING WALL AND INFILTRATION SYSTEM. 
—_ DURING PHASE 1 ‘ | \ CHAMBERS TO BE HD RATED TO ACCOMMODATE DELIVERIES, MATERIAL STORAGE AND 
—> DIRECTION OF CONSTRUCTION VEHICLE FLOW : bake SUPPORT THE LOAD OF A BOOM FORK LIFT. 
; LOTS 5 & 6 ) x 12. BACKFILL BEHIND RETAINING WALL AND INFILTRATION SYSTEM FIELD. @ Vanasse & 
eee REFLECTORIZED PLASTIC DRUM WA TOTAL AREA = ‘ 13. _ CONSTRUCT WOODLAND AREA TO SUB GRADE ELEVATIONS. Aecociatecine 
‘ EE SNE 14. TEMPORARILY TOP DRESS WOODLAND AND MEADOW PER TOPSOIL SPECIFICATIONS Tana poretonienelesre ERAGE 
= i TWO-WAY PEDESTRIAN DETOUR , J ON APPROVED LANDSCAPE PLANS. TOPSOIL TO BE TESTED FOR LOAMY SAND 
‘ TEXTURE AND 5-8% ORGANIC CONTENT. HYDROSEED ENTIRE AREA WITH ANNUAL RYE Pa EES aT eS ae EIESIVE 
(P) POLICE DETAIL ' GRASS (LOLIUM MULTIFLORUM) TO PROVIDE TEMPORARY STABILIZATION DURING THE Be ee ay ar ge 
' PHASE II VERTICAL CONSTRUCTION PERIOD. TEL: (978) 474-8800 
; * 15. DRESS THE STAGING AND HOISTING AREA AT THE REAR OF THE SITE CLOSEST TO THE www.rdva.com 
‘ lols 5 & 6 REAR BUILDING WALL WITH CRUSHED STONE. 
TOTAL AREA = 16. FINISH GRADING, PLANTING AND CONSTRUCTION OF WALKING PATH TO OCCUR 
PROP 6' CHAIN LINK FENCE (TYP) 47,0608 OF I DURING PHASE IV. 
[EOP] NOTE: 
¥ 1. THE CONSTRUCTION GATE SHALL BE COMPRISED OF TEMP FENCE PANELS WHICH 
SHALL BE REMOVED FOR TRUCK ENTRANCE AND EGRESS MOVEMENTS. THE 
CONTRACTOR SHALL UTILIZE GROUND GUIDES TO ASSIST WITH TRUCK MOVEMENTS. 
| Paveen| 
, 1033 MASSACHUSETTS el nae kip 2p cata seaea E pp 
AVENUE ‘ a ESIGNE Y 
PARCEL ID: 55—2—21 eee J PARCEL ID: 55-2-18 ——— 
N/F DRAWN BY MPP 
mee ae ee 7a MICHAEL ERCOLINI CHECKED BY] SMB/DAD 
ARLINGTON, LLC. oe DATE MARCH 2023 
fi SCAL i ee — 2 
STAMP 
* 
PROP yiteasp ices 
‘ che EXIST PAVED DRIVEWAY. 
Lu (WIDEN AS REQUIRED) PROP TEMPORARY TOILET LOCATION TRUCKS 
Fr ENTERING 
TRUCKS -_ Lu) PROP/30' CONSTRUCTION GATE XHEAD 
ENTERING pW (SEE NOTE 1) 
AHEAD s 0 REVISIONS 
7 SP-1 ‘NO. DESCRIPTION DATE 
Sp-4 mM (500' FROM SITE) 
(500! FROM SITE) 
mi x = Xt ly oes (p—_¥ x x. x x \ 
=| 
to 
Ss a = — MASSACHUSETTS ee 
a . Phase 1 
EXISTING SIGNALIZED 2 
INTERSECTION KR 
> 2Q / = -— | 
=> MAINTAIN EXIST MBTA BUS STOP a PROP TEMP PARKING RESTRICTION Lu 
OQ (STOP ID #2288) <x us =m 
i 55 és Nan = > a MAINTAIN EXIST 5" BICYCLE-LANE — ~s MAINTAIN EXIST SIDEWALK =z Y | 
a =— ° e al : -~— SHEET ]4) OF 10] [DRAWING NUMBE 
SCALE: 1" = 20 Lu fe a. = ~Y 
eh | = © | JOB NO. 9658 4 
| | | | CAD 9658CMP — 1 
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17 BRATILE STREET 
PARCEL ID: 55—-2-24 


N/F 
LEROY N. & CYNTHIA 
A. JOHNSTON 


EROSION CONTROL (TYP) 


17° BRATILE STREET 


N/F 


PARCEL 1D: 55-2—24 


LEROY N. & CYNTHIA 
A. JOHNSTON 


TEMP SOIL STOCKPILE WITH — — ——— 


EROSION CONTROL 


TEMP DRAINAGE SWALE (TYP) 


SEE NOTES FOR ON-SITE 
CONSTRUCTION ACTIVITIES 


DURING PHASE 2 


TRUCKS 
ENTERING 
AHEAD 


SP-1 
(500! FROM SITE) 


6' CHAIN LINK FENCE (TYP) 


N/F 
MILL BROOK 


DEVELOPMENT 


Y NESS 


SSS 
iP 


ORPORATION 


D 
LA 
Ky Ie% d 3g 
4 Zi 
§ HOW 


TEMP SEDIMENT 
BASIN (TYP) 


PHASE II CONSTRUCTION SEQUENCE - BASEMENT CONSTRUCTION 
DURATION: 2 MONTHS 


a: 


EXCAVATE BASEMENT AREA TO BOTTOM OF FOOTING. STOCKPILE 
MATERIAL FOR BACKFILL AND HAUL REMAINDER OF MATERIAL OFF SITE. 
FURNISH AND INSTALL BASEMENT FOOTINGS AND FOUNDATION WALLS. 


2. 

3. WATERPROOF, INSULATE AND BACKFILL BASEMENT FOOTINGS AND 
FOUNDATION WALLS 

4. EXCAVATE FOR AND INSTALL PERIMETER FOOTINGS AND FOUNDATION 
FROST WALLS AND INTERIOR FOOTINGS. WATERPROOF, INSULATE AND 
BACKFILL THESE AREAS. 

5. ERECT STAGING AND CONSTRUCT ELEVATOR SHAFT 

6. ERECT STEEL STRUCTURE AND DECK FOR FLOOR SYSTEM OVER 
BASEMENT 

7. EXCAVATE AND BACKFILL ALL NECESSARY TRENCHES IN ORDER TO 
FURNISH AND INSTALL ALL UNDERGROUND PLUMBING, SECONDARY 
ELECTRICAL, ETC. 

8. PLACE AND FINISH CONCRETE SLABS AT ENTIRE FOOTPRINT OF THE FIRST 
FLOOR BY FIRST INSTALLING POLY VAPOR BARRIER, STOPS, WELDED WIRE 
FABRIC AND ISOLATION AROUND COLUMN LOCATIONS. 

NOTE: 


di 


x 


X 


x 


x 


THE CONSTRUCTION GATE SHALL BE COMPRISED OF TEMP FENCE PANELS 
WHICH SHALL BE REMOVED FOR TRUCK ENTRANCE AND EGRESS 
MOVEMENTS. THE CONTRACTOR SHALL UTILIZE GROUND GUIDES TO 
ASSIST WITH TRUCK MOVEMENTS. 


1017 MASSACHUSETTS 


LEGEND 
x CONSTRUCTION FENCE 
—=> DIRECTION OF TRAFFIC FLOW 
=> DIRECTION OF CONSTRUCTION VEHICLE FLOW 
eco REFLECTORIZED PLASTIC DRUM 
a TWO-WAY PEDESTRIAN DETOUR 
P POLICE DETAIL 


PROJECT TITLE 


1021 & 1025 


Construction 


Massachusetts Ave 


Management Plan 


Arlington, 


Massachusetts 


PREPARED FOR 


20 50 
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1033 MASSACHUSETTS jh | AVENUE 
AVENUE : a 
PARCEL ID: 55—-2-—21 eee De PARCEL 1D: 55-2-18 
N/E [BRAVEL| 7 N/E 
1033 MASS AVE TS) MICHAEL ERCOLINI 
ARLINGTON, LLC. x 
sh PROP SUPPORT OF EXCAVATION 
PROP DUMPSTER LOCATION 
air PROP TEMPORARY TOILET LOCATION 
———— 
30' CONSTRUCTION GATE 0 
(SEE NOTE 1) ; 
[ ‘ 
| ‘ 
Ww ( TRUCKS 
a ( ENTERING 
p— Ul q AHEAD 
_ Ww myelciNege |] 4 
, ( 
Par | | : ser 
a : } (500' FROM SITE) 
‘ 
x a MY YY XX 
ver WE e 
>| 
in 
SS SIGNALIZED 2 
INTERSECTION ~ 
—— = MAINTAIN EXIST MBTA BUS STOP fava TEMP PARKING RESTRICTION LL] 
oa) (STOP ID #2288) x ry = Wy 
0 ing = P= | MAINTAIN EXIST 5"BICYCLE LANE & x MAINTAIN EXIST SIDEWALK =z & 
—_J 
ee ee 
sc oO | Ya =n 
SCALE: 1" = 20' | = oO | 
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1025 Mass Ave, LLC 


Woburn, 


Massachusetts 


@ Vanasse & 
Associates inc 


Transportation Engineers & Planners 


35 N.E. BUSINESS CENTER DRIVE 


ANDOVER, MA 01810-1071 


TEL: (978) 474-8800 
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STAMP 
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‘NO. DESCRIPTION DATE 
DRAWING TITLE 

Phase 2 


DRAWING NUMBE 


JOB NO. 9658 


CAD 9658CMP - 2 


ce 


PROJECT TITLE 


PHASE Ill CONSTRUCTION SEQUENCE - VERTICAL CONSTRUCTION 


N/F 
MILL BROOK : 
A ee DURATION: NOT TO EXCEED 12 MONTHS (NOTES FOR PHASES 3A & 3B) 1071 & 1025 
=————— — — ORPORATION 

aS 1. ERECT SECOND LEVEL STEEL PODIUM IN TWO PHASES. THE FIRST PHASE M h tt Av 

= assacnusetts e 
TSS WILL CONSIST OF THE ERECTION OF COLUMNS AND BEAMS AT THE REAR : 
EROSION CONTROL (TYP) 50% OF THE FIRST-FLOOR FOOTPRINT. A SMALL CRANE TRUCK WILL SIT Construction 
WITHIN THE FRONT 50% OF THE FIRST-FLOOR FOOTPRINT FOR THIS M t P| 
PHASE. THE SECOND PHASE WILL CONSIST OF THE ERECTION OF anagement rian 


COLUMNS AND BEAMS AT THE FRONT 50% OF THE FIRST-FLOOR 


FOOTPRINT. AT THIS POINT, THE METHOD OF ERECTION WILL CHANGE TO Arlinaton 
ais A FORKLIFT DUE TO SPACE LIMITATIONS. gton, 
2. INSTALL SECOND LEVEL STEEL DECKING, STOPS AND REBAR IN Massachusetts 


PREPARATION FOR POURING THE SECOND LEVEL CONCRETE SLAB. 


3. POUR SECOND LEVEL CONCRETE SLAB. Seep Ao onseoR 
4. ONCE CURED, THE SECOND LEVEL CONCRETE SLAB WILL BE LOADED WITH 


17 BRATILE STREET 
PARCEL IDs S9-2-24 


NSF 
LEROY oo. CYNTHIA 
4. JOHNSTON ‘LUMBER PRODUCTS IN ORDER TO BEGIN THE WOOD FRAMING PORTION OF 1025 M Ave. LLC 
THE PROJECT ON A FLOOR BY FLOOR BASIS, USING THE FRONT AND REAR dss AVE, 


\: HOISTING AND STAGING AREAS TO LIFT MATERIALS AS THE BUILDING 
\ PROGRESSES VERTICALLY. 


-— TEMP SOIL STOCKPILE WITH — — —— Me A 5. | FROM THIS POINT ON, THE VERTICAL CONSTRUCTION CONTINUES IN THE 
EROSION CONTROL \ SAME CONVENTIONAL MANNER AS ANY MAJOR URBAN DEVELOPMENT Wobu m, 
TEMP DRAINAGE SWALE (TYP) \ sone eae Massachusetts 
SEE NOTES FOR ON-SITE | \2 
ihr oreo etl iaaed 4 1. THE CONSTRUCTION GATE SHALL BE COMPRISED OF TEMP FENCE PANELS 
: WHICH SHALL BE REMOVED FOR TRUCK ENTRANCE AND EGRESS 
_ MOVEMENTS. THE CONTRACTOR SHALL UTILIZE GROUND GUIDES TO 
* ASSIST WITH TRUCK MOVEMENTS. @ Vanasse & 
11 BRATILE STREET Associates inc 
FARCEL ID: 55-2—24 LE GEN D Transportation Engineers & Planners 
a N/F x — 
LEROY N,'& CYNTHIA ‘ CONSTRUCTION FENCE 35 N.E. BUSINESS CENTER DRIVE 
| mh DIRECTION OF TRAFFIC FLOW ee 
1 => DIRECTION OF CONSTRUCTION VEHICLE FLOW ARISE On 
i | eco REFLECTORIZED PLASTIC DRUM 
6' CHAIN LINK FENCE (TYP) 
—-—- TWO-WAY PEDESTRIAN DETOUR 
* (P) POLICE DETAIL 


| x 
| 7033 MASSACHUSETTS aa my ee kana 
AVENUE PARCEL iD: 55-2-18 DESIGNED BY MPP 
PARCEL ID: 55-2-21 I 
eT oe DRAWN BY MPP 
N/F ee 6 6 -— c c 
1033 MASS AVE [LS] MICHAEL ERCOLINI CHECKED BY| SMB/DAD 
ARLINGTON, LLC. CRANE LOCATION DATE MARCH 2023 
* 
3 TRUCK STAGING AREA SCALE ee S20" 
REM EXIST SIDEWALK STAMP 
30' CONSTRUCTION GATE ul PROP TEMPORARY TOILET LOCATION 
(EGRESS ONEY (EE NOTE!) PROP DUMPSTER LOCATION 
RAISE MBTA SIGN MOUNTED ON U.P. SIDEWALK CLOSED 
— AS/REQUIRED TO REMAIN VISIBLE — 
OVER TEMPORARY FENCING CROSS HERE 
TYPE 3 BARRICADE (TYP) BUS STOP 
OPEN 
TRUCKS 
Rapier ENTERING 
SP-2 AHEAD 


TRUCKS 
ENTERING 
AHEAD 


A 


EVISIONS 


ESCRIP TION DATE 


Pa 
© 
=) 


BRATTLE 
STREET 


SP-1 
(500! FROM SITE) ROR R9-9 riaeeeeemer 
ASUS YA YELLOW LIGHT) L 


LL 


peel eg MAINTAIN ACCESS TO EXIST 
TOPO OA FIRE HYDRANT OUTSIDE OF 
SPE AHEAD SIDEWALK eee THE TEMPORARY FENCING ee 
are CLOSED LSC (sony W16-7PL SP-1 
CROSS HERE Rr Oro S (WITH SOLAR LED TYPE B (S00' FROM SITE) 
eee BARRICADE FLASHING 


| Ere | —6- = 
, oy = 
| fs = DRAWING TITLE 
) ee = —= << MASSACHUSETTS 
: — => AVENUE 
ae => z9 Phase JA 
EXISTING SIGNALIZED al Aaa: 
| INTERSECTION Fe EON TENGE) 
| ee ee Nei ae i ul:9) (he eer ae | if 
——= TT pal Q ae —; Sp 5 — -_ Sse 
a => MAINTAIN EXIST MBTA BUS STOP fag PROP TEMP ADA COMPLIANT WCR W/ LU 
oa) (STOP ID #2288) <= rE) RROP\TEMP 12' CROSSWALK DETECTABLE WARNING PANEL (TYP) za Lo 
— =< MAINTAIN EXIST 5° BICYCLE. LANE _ x 30' CONSTRUCTION GATE (TO BE CONSTRUCTED PRIOR TO SW CLOSURE) =n! jaa | 
0 20 50 100 OOo O (ENTRANCE ONLY) (SEE NOTE 2) I ee Seat eee a6 DR WING NUNEE 
Sn =o PEDESTRIAN DETOUR Ya 7.5" MAX STEP TO PRIVATE WALKWAY = w : 
SCALE: 1" = 20' | LL R7-1R © 6' CHAIN LINK FENCE (TYP) : / JOB NO. 9658 
= (MOUNT ON FENCE) 
| CAD 9658CMP — 3A 
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AHEAD 


SP-1 
(500! FROM SITE) 


17 BRATILE STREET 
PARCEL IDs S9-2-24 


N/F 
LEROY N. & CYNTHIA 
A. JOHNSTON 


PROP TELEHANDLER 
(LOCATION VARIES) 


if BRATILE STREET 
PARCEL ID: 55-2-24 


N/F 
LEROY N. & CYNTHIA 
A. JOHNSTON 


| 


TRUCK STAGING & 
HOISTING AREA 2 


SEE NOTES FOR ON-SITE 
CONSTRUCTION ACTIVITIES 
DURING PHASE 3 


TRUCK ACCESS TO STAGING 
& HOISTING AREA 


BRATTLE 
STREET 


SIDEWALK CLOSED 
AHEAD 
<> 
CROSS HERE 


R9-11R 


6' CHAIN LINK FENCE (TYP) 


1033 MASSACHUSETTS 
AVENUE 
PARGEE JO? S3-2= 21 


N/F 
1033 MASS AVE 
ARLINGTON, LLC. 


30' CONSTRUCTION GATE 
(ENTRANCE & EGRESS) 
(SEE NOTE 1 & 2) 


TYPE 3 BARRICADE (TYP) 


SIDEWALK 
CLOSED 


R9-9 


™ Ee SIGNALIZED 


| INTERSECTION 


50 


SCALE: 1" = 20' 


Copyright (©) 2023 by VAI. 


All Rights Reserved. 


CORPORATION 


N/F 
MILL BROOK 
EVELOPMENT 


MAINTAIN EXIST MBTA BUS STOP 
(STOP ID #2288) 


| MAINTAIN EXIST 5' BICYCLE LANE 


PEDESTRIAN DETOUR 


R7-1R 
(MOUNT ON FENCE) 


PROP TELESCOPIC BOOM LIFT 
(LOCATION VARIES) 


PHASE Ill CONSTRUCTION SEQUENCE - VERTICAL CONSTRUCTION 
DURATION: NOT TO EXCEED 12 MONTHS (NOTES FOR PHASES 3A & 3B) 


ds ERECT SECOND LEVEL STEEL PODIUM IN TWO PHASES. THE FIRST PHASE 
WILL CONSIST OF THE ERECTION OF COLUMNS AND BEAMS AT THE REAR 
50% OF THE FIRST-FLOOR FOOTPRINT. A SMALL CRANE TRUCK WILL SIT 
WITHIN THE FRONT 50% OF THE FIRST-FLOOR FOOTPRINT FOR THIS 
PHASE. THE SECOND PHASE WILL CONSIST OF THE ERECTION OF 
COLUMNS AND BEAMS AT THE FRONT 50% OF THE FIRST-FLOOR 
FOOTPRINT. AT THIS POINT, THE METHOD OF ERECTION WILL CHANGE TO 
A FORKLIFT DUE TO SPACE LIMITATIONS. 

2. INSTALL SECOND LEVEL STEEL DECKING, STOPS AND REBAR IN 
PREPARATION FOR POURING THE SECOND LEVEL CONCRETE SLAB. 

3. POUR SECOND LEVEL CONCRETE SLAB. 

4. ONCE CURED, THE SECOND LEVEL CONCRETE SLAB WILL BE LOADED WITH 


LUMBER PRODUCTS IN ORDER TO BEGIN THE WOOD FRAMING PORTION OF 


THE PROJECT ON A FLOOR BY FLOOR BASIS, USING THE FRONT AND REAR 


HOISTING AND STAGING AREAS TO LIFT MATERIALS AS THE BUILDING 


PROGRESSES VERTICALLY. 
5. FROM THIS POINT ON, THE VERTICAL CONSTRUCTION CONTINUES IN THE 
SAME CONVENTIONAL MANNER AS ANY MAJOR URBAN DEVELOPMENT 


PROJECT. 


x 


x 


x 


NOTE: 


1. TRUCKS MAY USE REVERSE MOVEMENTS TO ENTER AND ACCESS 
THE HOISTING AND STAGING AREA AT THE REAR OF THE SITE. 

2. THE CONSTRUCTION GATE SHALL BE COMPRISED OF TEMP FENCE 
PANELS WHICH SHALL BE REMOVED FOR TRUCK ENTRANCE AND 
EGRESS MOVEMENTS. THE CONTRACTOR SHALL UTILIZE GROUND 
GUIDES TO ASSIST WITH TRUCK MOVEMENTS. 


LEGEND 
x CONSTRUCTION FENCE 
=> DIRECTION OF TRAFFIC FLOW 
=> DIRECTION OF CONSTRUCTION VEHICLE FLOW 
eee REFLECTORIZED PLASTIC DRUM 


1017 MASSACHUSETTS 


PARGEL. IDS So=2—16 


AVENUE 


N/F 
MICHAEL ERCOLINI 


R7-1L 
(MOUNT ON FENCE) 


TEMP-12' CROSSWALK 
6' CHAIN LINK FENCE (TYP) 


MAINTAIN ACCESS TO EXIST 
FIRE HYDRANT OUTSIDE OF 
THE TEMPORARY FENCING 


30' CONSTRUCTION GATE 


(ENTRANCE ONLY) (SEE NOTE 2) 


PROP TEMPORARY TOILET LOCATION 


PROP DUMPSTER LOCATION 


SIDEWALK CLOSED 
ee 
CROSS HERE 


BUS STOP 
OPEN 


R9-11aL 
SP-2 


TWO-WAY PEDESTRIAN DETOUR 


POLICE DETAIL 


PROJECT TITLE 


1021 & 1025 
Massachusetts Ave 
Construction 
Management Plan 


Arlington, 
Massachusetts 


PREPARED FOR 


1025 Mass Ave, LLC 


TRUCKS 
ENTERING 


AHEAD 
W11-2 
W16-7PL SP-1 


(WITH SOLAR LED TYPE B (500' FROM SITE) 


BARRICADE FLASHING 
YELLOW LIGHT) 


MASSACHUSETTS 
AVENUE 


4 


fo! 
= 
TEMP ADA COMPLIANT WCR W/ < 


DETECTABLE WARNING PANEL (TYP) 
| 1 

7.5" MAX STEP TO PRIVATE WALKWAY 
! | | 


a 


LL 


Woburn, 
Massachusetts 


@ Vanasse & 
Associates inc 


Transportation Engineers & Planners 


35 N.E. BUSINESS CENTER DRIVE 


ANDOVER, MA 01810-1071 
TEL: (978) 474-8800 
WWWw.rdva.com 
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A. JOHNSTON 


if BRATILE STREET 
PARCEL ID: 55-2-24 


N/F 
LEROY N. & CYNTHIA 
A. JOHNSTON 


SEE NOTES FOR ON-SITE 
CONSTRUCTION ACTIVITIES 
DURING PHASE 4 


| 


BRATTLE 
STREET 


SIDEWALK CLOSED 
AHEAD 
<> 
CROSS HERE 


R9-11R 


6' CHAIN LINK FENCE (TYP) 


1033 MASSACHUSETTS 
AVENUE 
PARGEE JO? 93-2521 


N/F 
1033 MASS AVE 
ARLINGTON, LLC. 


PROP DRIVEWAY APRON 


Santas 


TYPE 3 BARRICADE (TYP) 


Ene 


Z|] 


eee 4 


SIDEWALK 
CLOSED 


R9-9 


DR A 


™ Ee SIGNALIZED 


50 
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INTERSECTION 
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TS 
SS 


Te 


| 


| ey 


PHASE IV CONSTRUCTION SEQUENCE - WOODLAND COMPLETION 
DURATION: 3 MONTHS (NOTES FOR PHASES 4A & 4B) 


Ac 


2. 


L[TDGCCSSCOSSO® 
4 
A 
Ze 


REMOVE AND DISPOSE OF TEMPORARY ANNUAL RYE GRASS STABILIZATION 
AND CRUSHED STONE AT STAGING AREA 

FURNISH AND INSTALL STONE DUST WALKING PATHS WITH APPROPRIATE 
SUB-BASE. 

TILL SUBSOIL OR SCARIFY WITH EXCAVATOR BUCKET TEETH TO ENSURE 
FRIABLE SOIL PLANTING MEDIUM BENEATH TOPSOIL 

FURNISH AND SPREAD APPROVED TOPSOIL FROM SUB GRADE TO FINISH 
GRADE PER TOPSOIL SPECIFICATIONS ON APPROVED LANDSCAPE PLANS. 
TOPSOIL TO BE TESTED FOR LOAMY SAND TEXTURE AND 5-8% ORGANIC 
CONTENT 

FURNISH, DELIVER AND INSTALL ALL PLANT MATERIAL PER APPROVED KZLA 
DESIGN DOCUMENTS. PROJECT WETLAND SCIENTIST AND/OR LANDSCAPE 
ARCHITECT SHALL INSPECT PLANTS PRIOR TO INSTALLATION, AND 
OVERSEE SITING AND INSTALLATION OF ALL PLANTS. 


AT THE TIME OF INSTALLATION, ALL PLANTS TO RECEIVE A DEEP WATERING. 


FURNISH AND INSTALL DRIP IRRIGATION SYSTEM ACROSS ENTIRE PLANTED 
AREA AND HYDROSEED SPRAY SPECIFIED SEED MIXTURES FOR 

PO ATOR MEADOW AND RESTORED WOODLAND. 

RE D CURB AND SIDEWALK IN KIND. 

CLEANUP AND DEMOBILIZE. 

UPON SUCCESSFUL SEED GERMINATION AND SOIL STABILIZATION, REMOVE 
EROSION CONTROLS. 


LEGEND 


i 


O17 MASSACHUSETTS 
AVENUE 


PARGEL. IDS So=2—16 


N/F 
MICHAEL ERCOLINI 


D\Va4t 
U 
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J 
B 


Weta aa (10" Ll fp (Se wee 
oe <a e a 
@ 
@ e@ e@ | @ @ 

ive) 

[> foam = 
= 

=> o 

ive) 


MAINTAIN EXIST MBTA BUS STOP 
(STOP ID #2288) 


| MAINTAIN EXIST 5' BICYCLE LANE 


PEDESTRIAN DETOUR 


REMOVE TEMP 12' CROSSWALK 

WHEN SIDEWALK DETOUR IS NO 
LONGER NEEDED , 
7.5" MAX STEP TO PRIVATE WALKWAY 


REBUILD CURB & SIDEWALK 
IN KIND, REOPEN UPON 
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DESIGN DOCUMENTS. PROJECT WETLAND SCIENTIST AND/OR LANDSCAPE 
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